500 TRANSIT. TOWER 
NTONIO 5; TEXAS 


STIVA HONS 2 


Directions for Installing Q. E. D. Mount - Model 70 Winchester - Weaver, Lyman Alaskan and Texan Scopes 


1—Remove the elevator from the tear sight. Place a piece of heavy paper 
between the sight and barrel to prevent scratching. Lay the rifle, bolt side 
down, and with a few sharp hammer blows drive the rear sight out, using 
a piece of copper or other soft material between the hammer and sight. 


On the mount remove the dovetail block from the shield by loosening the 
single 14” knurled screw. Turn the rifle over, bolt side up, and drive in the 
dovetail block. Do NOT tighten the set screws. 


2—Take rear mount assembly and remove the bracket by loosening the Y”. i 
“~~ 8—=Now tighten the binding screws in the rear scope bana first, then™the= 


knurled screw. (Rear bracket is the part with a boss on one side and a radius 
cut on the other side). Remove the two small plug screws in the left side of 
the receiver, and into the holes screw the rear bracket VERY TIGHTLY. 


NOTE: Rear bracket has three (3) holes, only two (2) are used. For 330 
scope use holes to the right as this sets bracket forward. For 440 scopes use 
holes to the left as this sets bracket back. 


3—FOR WEAVER 330 AND 440: Place the rear scope band over the 
front end of the scope and move it back until it is just forward of the internal 
adjustment plate. 


3—FOR LYMAN ALASKAN AND TEXAN, WEAVER K-2.5 and K-4: 
Remove the eyepiece and locking ring from the scope and slip the rear scope 
band onto the scope. 


4—If necessary ease up the two set screws in the excentric ring, which is 
around the mount shield, and insert the scope into the shield. 


5—Now tighten the two set screws in the excentric ring, and tighten the 
two binding screws in the rear scope band sufficiently to hold the assembly 
together, but loose enough so the scope can rotate. 


6—Mount the scope on the rifle by fitting the front and rear units over their 
respective bosses on the dovetail and rear bracket. Draw up the knurled 14” 
screws so they are snug but not tight, Ba 
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7—Hold the rifle to your shoulder and rotate the scope until the reticule 
(post, crosshair etc.) is vertical for you. 


set screws in the excentric ring. 


9—Bore sight the rifle holding it in a vise if possible. Take out bolt and sight 
through the bore on some object as far away as possible. Be sure to get the 
object in center of bore. Tap dovetail to right or left until crosshair or post 
is on same object (use top of post when post is used). 


10—Take the scope off the rifle and set the two set screws in the dovetail 
block. Replace the scope and tighten all screws. 


11—You are now ready for a range test, the final adjustments being made 
with the windage and elevation buttons on the scope. 


12—In range testing, use a target at least 18” square and do the preliminary 
shooting at not more than 25 yards. Shoot from a rest and make elevation 
and windage adjustments in the scope so that you will be hitting the target 
witbin 1” of point of aim. Then shoot at 100 yards, or whatever distance 
you want your rifle trained in at, and make the final adjustments. lt is well 
after firing 4 or 5 shots to go back over the mount and re-tighten all screws. 
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